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Ş

GdWX

GöWX GöWX
GfWX

GfWX

GdWX

GöWX

G̀WX

G̀WX

GhWX

GöWX

Sg

GØWX
Se

GöWX
?àA@

?àA@
S¼

S°
GöWX

G¾WX

GqWX

Sh
GwWX

GwWX

?øA@

!"̀$
GÀWX

GqWX

SÎ

)m

+¡

GhWX

)m
GnWX

GrWX

GjWXGrWX GjWX

GØWX

GnWX
G¾WX

G¾WX

GnWX

S±

GrWX

GtWX

GØWX

GØWX

GdWX
GdWX

GnWX GnWX

GnWX

%&d(GÀWX
")041

SÓGÀWX
GuWX

GnWX
GÀWXGwWXGkWX

S±

GkWX

GqWX

Sª
G¾WX

SÖ

GkWX

?àA@G½WX
?ÒA@

GjWX GkWX

G̀WX

GØWX

G̀WX

GbWX
GbWX

GjWX

G̀WX
?óA@

)m

)m
G¤WX G¤WX

%&d(

G¾WX G»WX

GqWX

G¦WX

GuWX
SÓ

GÀWX
G¦WX

%&c(

")231 GiWX

G§WX

GgWX SçG̀WX
GgWX

GgWX
G§WX

")601
GeWX

G§WX

%&h(
GðWX

?àA@?ÒA@
GcWXGcWX")401G̀WX

GaWX
GaWX

GcWXGðWX

GwWX

G¤WX

%&c(

GeWX

?àA@

GwWX

GvWX

GÂWX

GöWX

GËWX

GtWX

GtWX GtWX

GkWX

S¼

GßWX

SÌ

G¤WX

G£WX

G£WX

ââ

P

P

P

P

â
â

â

â
â

â

P

â

â

P

â

P

P

P

P

P
P

P
P

â

â

P

â

P
ââ

P
â

â
â

â

ââ
â

â
â

P
ââ

P

â
P

P

â

Pâ

â

â

â

P

P
P

P

P

P

P

ââ

â
P

â â â

â

â

P

Structure No: 02577
Year Built: 2011

Year Remodeled: NONE
Sufficiency Rating: 88.7

ADT/Year: 10407/11
Roadway Width: 73
Length of Span: 473

Type Wearing Surface: CONC

Structure No: 02583
Year Built: 2012

Year Remodeled: NONE
Sufficiency Rating: 90.5

ADT/Year: 18414/13
Roadway Width: 68
Length of Span: 128

Type Wearing Surface: CONC

Structure No: 02554
Year Built: 1991

Year Remodeled: NONE
Sufficiency Rating: 98.0

ADT/Year: 430/95
Roadway Width: 32
Length of Span: 62

Type Wearing Surface: BIT

Structure No: 02579
Year Built: 2011

Year Remodeled: NONE
Sufficiency Rating: N/A

ADT/Year: PED. BRIDGE
Roadway Width: 12

Length of Span: 1000
Type Wearing Surface: TIMBER

Structure No: 02502
Year Built: 1961

Year Remodeled: NONE
Sufficiency Rating: 89.3

ADT/Year: 880/11
Roadway Width: 28
Length of Span: 27

Type Wearing Surface: BIT

Structure No: 02534
Year Built: 1986

Year Remodeled: NONE
Sufficiency Rating: 82.7

ADT/Year: 581/11
Roadway Width: 32
Length of Span: 72

Type Wearing Surface: BIT Structure No: 02501
Year Built: 1964

Year Remodeled: 1985
Sufficiency Rating: 87.8

ADT/Year: 9528/11
Roadway Width: 44
Length of Span: 391

Type Wearing Surface: CONC

Structure No: 02J19
Year Built: 2003

Year Remodeled: NONE
Sufficiency Rating: 99.4

ADT/Year: 8176/11
Roadway Width: 32

Length of Span: 11.3
Type Wearing Surface: BIT

Structure No: 02J13
Year Built: 1998

Year Remodeled: NONE
Sufficiency Rating: 99.3

ADT/Year: 1669/11
Roadway Width: 40
Length of Span: 13

Type Wearing Surface: BIT

Structure No: 02535
Year Built: 1984

Year Remodeled: NONE
Sufficiency Rating: 86.1

ADT/Year: 6472/11
Roadway Width: 44
Length of Span: 60

Type Wearing Surface: BIT

Structure No: 02519
Year Built: 1969

Year Remodeled: NONE
Sufficiency Rating: 62.2

ADT/Year: 7452/11
Roadway Width: 30
Length of Span: 239

Type Wearing Surface: CONC

Structure No: 02548
Year Built: 1987

Year Remodeled: NONE
Sufficiency Rating: 97.7

ADT/Year: 4765/11
Roadway Width: 40
Length of Span: 69

Type Wearing Surface: CONC

Structure No: 02J45
Year Built: 2012

Year Remodeled: NONE
Sufficiency Rating: 90.7

ADT/Year: 18414/13
Roadway Width: 72
Length of Span: 68

Type Wearing Surface: CONC

Structure No: 02536
Year Built: 1995

Year Remodeled: NONE
Sufficiency Rating: 95.3

ADT/Year: 9585/11
Roadway Width: 44

Length of Span: 69.2
Type Wearing Surface: BIT

Structure No: 02526
Year Built: 1975

Year Remodeled: 1998
Sufficiency Rating: 87.1

ADT/Year: 7054/11
Roadway Width: 44
Length of Span: 275

Type Wearing Surface: CONC

Structure No: 92898
Year Built: 1972

Year Remodeled: 1994
Sufficiency Rating: 97.8

ADT/Year: 5395/11
Roadway Width: 45
Length of Span: 12

Type Wearing Surface: BIT

Structure No: 95167
Year Built: 1983

Year Remodeled: NONE
Sufficiency Rating: 96.6

ADT/Year: 7973/11
Roadway Width: 48
Length of Span: 41

Type Wearing Surface: BIT

Structure No: 02518
Year Built: 1966

Year Remodeled: NONE
Sufficiency Rating: 86.3

ADT/Year: 1568/11
Roadway Width: 30
Length of Span: 78

Type Wearing Surface: BIT

Structure No: R0022
Year Built: 1982

Year Remodeled: NONE
Sufficiency Rating: 99.7

ADT/Year: 3154/11
Roadway Width: 46
Length of Span: 29

Type Wearing Surface: BIT

Structure No: 96846
Year Built: 1990

Year Remodeled: NONE
Sufficiency Rating: 99.7

ADT/Year: 3349/11
Roadway Width: 42
Length of Span: 26

Type Wearing Surface: BIT

Structure No: 02J44
Year Built: 2011

Year Remodeled: NONE
Sufficiency Rating: N/A

ADT/Year: 1127/11
Roadway Width: 28
Length of Span: 22

Type Wearing Surface: BIT

Structure No: 02581
Year Built: 2010

Year Remodeled: NONE
Sufficiency Rating: 97.6

ADT/Year: 1283/11
Roadway Width: 40
Length of Span: 43

Type Wearing Surface: CONC

Structure No: 95701
Year Built: 1984

Year Remodeled: NONE
Sufficiency Rating: 98.3

ADT/Year: 1378/11
Roadway Width: 40
Length of Span: 37

Type Wearing Surface: BIT

Structure No: 95700
Year Built: 1984

Year Remodeled: NONE
Sufficiency Rating: 98.4

ADT/Year: 1378/11
Roadway Width: 40
Length of Span: 44

Type Wearing Surface: BIT

Structure No: L8148
Year Built: 1942

Year Remodeled: 1983
Sufficiency Rating: 74.8

ADT/Year: 330/95
Roadway Width: 34
Length of Span: 14

Type Wearing Surface: BIT

Structure No: 02516
Year Built: 1964

Year Remodeled: NONE
Sufficiency Rating: 88.7

ADT/Year: 165/94
Roadway Width: 28
Length of Span: 26

Type Wearing Surface: BIT

Structure No: 02582
Year Built: 2012

Year Remodeled: NONE
Sufficiency Rating: N/A

ADT/Year: 470/2011
Roadway Width: 36
Length of Span: 43

Type Wearing Surface: CONC

Structure No: 02J20
Year Built: 2006

Year Remodeled: NONE
Sufficiency Rating: 98.0

ADT/Year: 30/05
Roadway Width: 24
Length of Span: 15

Type Wearing Surface: GRAVEL

Structure No: 90737
Year Built: 1926

Year Remodeled: 1978
Sufficiency Rating: 96.2

ADT/Year: 8418/11
Roadway Width: 45
Length of Span: 12

Type Wearing Surface: BIT

Structure No: 93674
Year Built: 1983

Year Remodeled: NONE
Sufficiency Rating: 63.0

ADT/Year: 8098/11
Roadway Width: 44
Length of Span: 15

Type Wearing Surface: BIT

Structure No: 02533
Year Built: 1983

Year Remodeled: NONE
Sufficiency Rating: 98.9

ADT/Year: 4431/11
Roadway Width: 44
Length of Span: 68

Type Wearing Surface: CONC

Structure No: 02J02
Year Built: 1990

Year Remodeled: NONE
Sufficiency Rating: 91.5

ADT/Year: 12311/11
Roadway Width: 40
Length of Span: 11

Type Wearing Surface: BIT

Structure No: 02J43
Year Built: 2012

Year Remodeled: NONE
Sufficiency Rating: N/A
ADT/Year: 2320/2011
Roadway Width: 36
Length of Span: 18

Type Wearing Surface: BIT

Structure No: 02580
Year Built: 2011

Year Remodeled: NONE
Sufficiency Rating: N/A

ADT/Year: PED. BRIDGE
Roadway Width: 12
Length of Span: 120

Type Wearing Surface: TIMBER

Structure No: 02J07
Year Built: 1997

Year Remodeled: NONE
Sufficiency Rating: 83.7

ADT/Year: 17814/11
Roadway Width: 82.7

Length of Span: 11
Type Wearing Surface: BIT

Structure No: 02563
Year Built: 2006

Year Remodeled: NONE
Sufficiency Rating: 97.0

ADT/Year: 12014/11
Roadway Width: 40
Length of Span: 72

Type Wearing Surface: CONC

Structure No: 02558
Year Built: 1992

Year Remodeled: NONE
Sufficiency Rating: 77.8

ADT/Year: 9092/11
Roadway Width: 55
Length of Span: 21

Type Wearing Surface: CONC

Structure No: 02J15
Year Built: 2003

Year Remodeled: NONE
Sufficiency Rating: 82.9

ADT/Year: 16908/11
Roadway Width: 83

Length of Span: 13.3
Type Wearing Surface: BIT

Structure No: 02J14
Year Built: 1999

Year Remodeled: NONE
Sufficiency Rating: 82.7

ADT/Year: 13770/11
Roadway Width: 71.85
Length of Span: 11.3

Type Wearing Surface: BIT

Structure No: 96424
Year Built: 1989

Year Remodeled: NONE
Sufficiency Rating: 99.6

ADT/Year: 1317/11
Roadway Width: 40
Length of Span: 22

Type Wearing Surface: BIT

Structure No: 02520
Year Built: 1966

Year Remodeled: NONE
Sufficiency Rating: 96.8

ADT/Year: 13234/11
Roadway Width: 53
Length of Span: 78

Type Wearing Surface: BIT

Structure No: 92164
Year Built: 1973

Year Remodeled: NONE
Sufficiency Rating: 81.7

ADT/Year: 26145/11
Roadway Width: 48/58

Length of Span: 34
Type Wearing Surface: BIT

Structure No: 02522
Year Built: 1972

Year Remodeled: 2000
Sufficiency Rating: 82.0

ADT/Year: 14158/11
Roadway Width: 36/36

Length of Span: 211
Type Wearing Surface: CONC

Structure No: 02521
Year Built: 1972

Year Remodeled: 2000
Sufficiency Rating: 83.0

ADT/Year: 14158/11
Roadway Width: 36/36
Length of Span: 241

Type Wearing Surface: CONC

Structure No: 95884
Year Built: 1983

Year Remodeled: NONE
Sufficiency Rating: 81.7

ADT/Year: 30342/11
Roadway Width: 52
Length of Span: 40

Type Wearing Surface: BIT

Structure No: 02553
Year Built: 1991

Year Remodeled: NONE
Sufficiency Rating: 98.0

ADT/Year: 12663/11
Roadway Width: 56
Length of Span: 44

Type Wearing Surface: CONC

Structure No: 02015
Year Built: 2002

Year Remodeled: NONE
Sufficiency Rating: 93.4

ADT/Year: 10407/11
Roadway Width: 52
Length of Span: 962

Type Wearing Surface: CONC

Structure No: 02J31
Year Built: 2007

Year Remodeled: NONE
Sufficiency Rating: 82.5

ADT/Year: 25109/11
Roadway Width: 64
Length of Span: 10

Type Wearing Surface: BIT

Structure No: 02549
Year Built: 1988

Year Remodeled: NONE
Sufficiency Rating: 59.4

ADT/Year: 16950/11
Roadway Width: 56
Length of Span: 131

Type Wearing Surface: CONC

Structure No: 02539
Year Built: 1982

Year Remodeled: NONE
Sufficiency Rating: 96.2

ADT/Year: 17288/11
Roadway Width: 55
Length of Span: 67

Type Wearing Surface: CONC

Structure No: 96832
Year Built: 1990

Year Remodeled: NONE
Sufficiency Rating: 95.3

ADT/Year: 10069/11
Roadway Width: 52
Length of Span: 42

Type Wearing Surface: BIT

Structure No: 02551
Year Built: 1989

Year Remodeled: NONE
Sufficiency Rating: 97.9

ADT/Year: 7524/11
Roadway Width: 56
Length of Span: 24

Type Wearing Surface: CONC

Structure No: 02564
Year Built: 1999

Year Remodeled: NONE
Sufficiency Rating: 94.0

ADT/Year: 22670/11
Roadway Width: 82.7
Length of Span: 73.3

Type Wearing Surface: CONC

Structure No: 02531
Year Built: 1980

Year Remodeled: NONE
Sufficiency Rating: 96.2

ADT/Year: 4983/11
Roadway Width: 44
Length of Span: 327

Type Wearing Surface: CONC

Structure No: 02525
Year Built: 1976

Year Remodeled: NONE
Sufficiency Rating: N/A

ADT/Year: 15441/11
Roadway Width: 48
Length of Span: 55

Type Wearing Surface: RAIL

Structure No: 02560
Year Built: 1991

Year Remodeled: 2011
Sufficiency Rating: 93.5

ADT/Year: 13921/11
Roadway Width: 32/32
Length of Span: 241

Type Wearing Surface: CONC

Structure No: 02555
Year Built: 1990

Year Remodeled: NONE
Sufficiency Rating: N/A

ADT/Year: 16505/11
Roadway Width: 36
Length of Span: 183

Type Wearing Surface: CONC

Structure No: 02545
Year Built: 1990

Year Remodeled: NONE
Sufficiency Rating: 96.0

ADT/Year: 16505/11
Roadway Width: 68
Length of Span: 540

Type Wearing Surface: CONC

Structure No: 96834
Year Built: 1990

Year Remodeled: NONE
Sufficiency Rating: 81.8

ADT/Year: 16505/11
Roadway Width: 68
Length of Span: 42

Type Wearing Surface: BITStructure No: 02546
Year Built: 1990

Year Remodeled: NONE
Sufficiency Rating: 98.2

ADT/Year: 16505/11
Roadway Width: 68
Length of Span: 106

Type Wearing Surface: CONC

Structure No: 02J05
Year Built: 1994

Year Remodeled: NONE
Sufficiency Rating: 100.0

ADT/Year: 100/96
Roadway Width: 32
Length of Span: 26

Type Wearing Surface: BIT

Structure No: 02J04
Year Built: 1994

Year Remodeled: 2011
Sufficiency Rating: 78.4

ADT/Year: 50/96
Roadway Width: 32
Length of Span: 27

Type Wearing Surface: BIT

Structure No: 02J01
Year Built: 1994

Year Remodeled: NONE
Sufficiency Rating: 98.9

ADT/Year: 5229/11
Roadway Width: 36
Length of Span: 29

Type Wearing Surface: BIT

Structure No: 02J03
Year Built: 1994

Year Remodeled: NONE
Sufficiency Rating: 98.8

ADT/Year: 5229/11
Roadway Width: 36
Length of Span: 14

Type Wearing Surface: BIT

Structure No: 94197
Year Built: 1979

Year Remodeled: 2008
Sufficiency Rating: 69.1

ADT/Year: 9584/11
Roadway Width: 44
Length of Span: 19

Type Wearing Surface: BIT

Structure No: 97893
Year Built: 1994

Year Remodeled: NONE
Sufficiency Rating: 98.0

ADT/Year: 8447/11
Roadway Width: 40
Length of Span: 29

Type Wearing Surface: BIT

Structure No: 02572
Year Built: 2008

Year Remodeled: NONE
Sufficiency Rating: 95.3

ADT/Year: 6517/11
Roadway Width: 40
Length of Span: 90

Type Wearing Surface: CONC

Structure No: 02541
Year Built: 1988

Year Remodeled: NONE
Sufficiency Rating: 91.3

ADT/Year: 15274/11
Roadway Width: 34/34

Length of Span: 56
Type Wearing Surface: CONC

Structure No: 02565
Year Built: 1999

Year Remodeled: NONE
Sufficiency Rating: N/A

ADT/Year: 6704/11
Roadway Width: 51.0
Length of Span: 135

Type Wearing Surface: CONC

Structure No: 02524
Year Built: 1975

Year Remodeled: NONE
Sufficiency Rating: N/A
ADT/Year: 6704/2011
Roadway Width: 51.0
Length of Span: 67

Type Wearing Surface: RAIL

Structure No: 02523
Year Built: 1973

Year Remodeled: 1990
Sufficiency Rating: 95.0

ADT/Year: 4851/11
Roadway Width: 44

Length of Span: 1160
Type Wearing Surface: CONC

Structure No: 3310
Year Built: 1920

Year Remodeled: NONE
Sufficiency Rating: 69.9

ADT/Year: 6800/11
Roadway Width: 47
Length of Span: 23

Type Wearing Surface: BIT
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Owned/Maintained Number Location
County/County 60 County-wide
City/City 2 Centerville (02J04, 02J05)
Township/Township 3 Linwood (L8148, 02J20, 02516)
Park/Park 4 Anoka County (02554, 02565, 02579, 02580)
Private/Private 1 Majestic Oaks (02J02)

1 MASC (02J15) MN Amateur Sports Commission
1 The Ponds Golf Course (02J19)

Structure Inventory


